
MODEL NO EBFH14TVPMODEL  NST-14FTVP 

YEDEK PARÇALAR / SPARE PARTS

NO AÇIKLAMA / DESCRIPTION MALZEME / MATERIAL

1 KAPAK / COVER ENGJS 400 18 DIN 1693 GGG40.3 & WCB, AISI304,AISI316

2 GÖVDE / BODY ENGJS 400 18 DIN 1693 GGG40.3 & WCB,AISI304,AISI316

3 ŞAMANDIRA SİTİ / FLOAT SEAT PASLANMAZ ÇELİK / SS 304

4 VALF SİTİ / VALVE SEAT PASLANMAZ ÇELİK / SS 410

5 ŞAMANDIRA VE KOLU / FLOAT AND ITS LEVER PASLANMAZ ÇELİK / SS 304

6 TERMOSTATİK ELEMAN / THERMOSTATIC ELEMENT PASLANMAZ ÇELİK / SS 304

7 KAPAK CIVATASI / COVER BOLT EN4014 M10 8.8

8 VALF SİTİ CONTASI / VALVE SEAT GASKET PASLANMAZ ÇELİK / SS 304

9 KAPAK CONTASI / COVER GASKET PASLANMAZ ÇELİK + GRAFİT / SS 304 + GRAPHITE

10 KAPAMA VALFİ / CLOSING VALVE PASLANMAZ ÇELİK / SS 304

BOYUTLAR / DIMENSIONS

ÇAP / SIZE L A H1 H D D1 D2 N-Ø

DN15 150 mm 110 mm 68 mm 160 mm 95 65 45 4*14

DN20 150 mm 110 mm 68 mm 160 mm 105 75 58 4*14

DN25 160 mm 110 mm 107 mm 170 mm 115 85 68 4*14

ÇALIŞMA ŞARTLARI / OPERATING CONDITIONS

MAX. TEST BASINCI / MAX. TEST PRESSURE PMA (BAR) 24 -60

MAX. SICAKLIK / MAX. TEMPERATURE TMA (ºC) 250

MAX. ÇALIŞMA BASINCI / MAX. OPERATING PRESSURE PMO (BAR) 16-40

MAX. FARK BASINCI / MAX. DIFFERENTIAL PRESSURE PMD (BAR) 4,5, 10, 14

BAĞLANTI ŞEKLİ / CONNECTION FLANŞLI / FLANGED

ÇAPLAR / SIZES DN 15 DN 20 DN 25

AĞIRLIKLAR / WEIGHTS (KGS) 4,8 5,1 6,9

ÜRÜN AÇIKLAMASI / PRODUCT DESCRIPTION
NST-14FTVP serisi şamandıralı termostatik hava tahliyeli kondenstopların gövdesi döküm veya paslanmaz çelikten imal edilir. Tüm kondenstoplar, 
integral balanslı basınçlı tip  termostatik hava tahliyesi ile donatılmıştır. NST-14FTVP serisi  yatay yada dikey şekilde bağlanır. Bununla beraber,         

NST-14FTVP serili  kondenstopların gövde pozisyonu farklı akış yönlerine uygun olabilecek şekilde (soldan sağa veya yukarıdan aşağıya ya da sağdan 

sola gibi) değişebilir. 

The body  of NST-14FTVP series of ball float traps with thermostatic air vent is made of either cast iron or stainless steel. All float traps are furnished
with an  integral balance pressure type thermostatic air vent . The NST-14FTVP series is installed horizontally or vertically in line connections. However, 
the position of the body of NST-14FTVP series traps can be changed to suit different flow directions like left to right, top to bottom or right to left.
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