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ARI-SAFE 901 / 902 / 911 / 912
Technical data

ARI-SAFE-- Full lift safety valve D/G, Standard safety valve F 

                   Fig. ... .901  
                    closed lifting device,  

                  closed bonnet

Fig. ... .902  
open lifting device,  

open bonnet

Fig. ... .911  
gastight cap,  

closed bonnet

Fig. ... .912  
open lifting device,  

closed bonnet

Figure Nominal pressure Material Nominal diameter Temperature range Flange Flangeholes /  
-thickness tolerances

Construction

Requirement

Type-test approval

Sizing

Details required

Order data: 

standard: without metal bellows
DN15/25 - 100/150 optional:  
with metal bellows 

Superimposed back pressure

Built up back pressure
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ARI-SAFE 901 / 902 / 911 / 912
Technical data 

Parts

Pos. Sp.p. Description Fig. 12.901/902/911/912 Fig. 23./25. 901/902/911/912 Fig. 34./35.901/902/911/912 Fig. 55.901/911

--

--

--

DN 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350

Spring ranges: Standard design

Spring ranges: Bellows design (optional)

--
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DN1 / DN2 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350

Dimensions

-- -- -- --
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-- -- -- -- -- -- --

-- -- -- -- --

-- -- -- -- -- -- -- -- --

Weights

-- -- -- --

Flanges

-- --
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-- -- -- --

Standard-Flangeholes

DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300 350

ØK -- -- -- -- -- -- -- -- -- -- -- -- --

-- -- -- -- -- -- -- -- -- -- -- -- --

ØK

ØK -- -- -- -- -- -- -- -- -- -- -- -- --

-- -- -- -- -- -- -- -- -- -- -- -- --

ØK -- --

-- --

Pressure-temperature-ratings

acc. to DIN EN 1092-2 -60°C to <-10°C -10°C to 120°C 150°C 200°C 250°C 300°C 350°C 400°C 450°C

-- -- -- --

-- --

-- --

acc. to manufacturers standard -60°C to <-10°C -10°C to 120°C 150°C 200°C 250°C 300°C 350°C 400°C 450°C

acc. to DIN EN 1092-1 -60°C to <-10°C -10°C to 100°C 150°C 200°C 250°C 300°C 350°C 400°C 450°C

--

Certified coefficient of discharge Kdr

DN1 / DN2 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350

ARI-SAFE 901 / 902 / 911 / 912
Technical data
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Capacity saturated steam (incl. 10% overpressure) 

DN1 / DN2 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350

Set pressure Saturated steam (kg/h)
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ARI-SAFE 901 / 902 / 911 / 912
Capacity: Saturated steam 
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Capacity air (incl. 10% overpressure) 

DN1 / DN2 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350

Set pressure Air 0°C and 1,013 bara (Nm3/h)
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ARI-SAFE 901 / 902 / 911 / 912
Capacity: Air 
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ARI-SAFE 901 / 902 / 911 / 912
Capacity: Water

Capacity water (incl. 10% overpressure)

DN1 / DN2 15 / 25 20 / 32 25 / 40 32 / 50 40 / 65 50 / 80 65 / 100 80 / 125 100 / 150 125 / 200 150 / 250 200 / 300 250 / 350

Set pressure Water 20°C (t/h)
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